EN2501 HIGH-MISALIGNMENT SELF-LUBRICATED SPHERICAL BEARING

European Standards
- All dimensions are metric
- Extended inner ring
- Material
  Outer ring: CRES 17-4PH, AMS 5643
  Inner ring: CRES 440C, AMS 5630/EN2030
  Liner: Qualified to AS81820

---

### SPECIFICATIONS AND ORDERING INFORMATION

<table>
<thead>
<tr>
<th>Dash No</th>
<th>Bore Dia.</th>
<th>Width</th>
<th>Width</th>
<th>Width</th>
<th>Diameter</th>
<th>Width</th>
<th>Width</th>
<th>Width</th>
<th>Width</th>
<th>Width</th>
<th>Width</th>
<th>Width</th>
<th>Weight</th>
</tr>
</thead>
<tbody>
<tr>
<td>06</td>
<td>9</td>
<td>14</td>
<td>0.3</td>
<td>15</td>
<td>0.00</td>
<td>0.00</td>
<td>-0.06</td>
<td>-0.01</td>
<td>-0.01</td>
<td>-0.01</td>
<td>-0.01</td>
<td>-0.01</td>
<td>15.00</td>
</tr>
<tr>
<td>08</td>
<td>11</td>
<td>15</td>
<td>0.6</td>
<td>17.5</td>
<td>0.00</td>
<td>0.00</td>
<td>-0.01</td>
<td>-0.01</td>
<td>-0.01</td>
<td>-0.01</td>
<td>-0.01</td>
<td>-0.01</td>
<td>22.00</td>
</tr>
<tr>
<td>10</td>
<td>13.5</td>
<td>20</td>
<td>0.6</td>
<td>23.2</td>
<td>0.00</td>
<td>0.00</td>
<td>-0.01</td>
<td>-0.01</td>
<td>-0.01</td>
<td>-0.01</td>
<td>-0.01</td>
<td>-0.01</td>
<td>48.00</td>
</tr>
</tbody>
</table>

### Bearing configuration

Part number designations for a 8mm bore spherical bearing
- Basic P/N: EN2501-08

---

©2008 RBC Bearings Incorporated. All rights reserved.

For more information visit our web site at rbcbearings.com